
●  Material: UL94HB flame rated, UL approved ABS.
●  Function: Apply with SD type wiring duct to connect ducts easy 

and neatly.

●  Material: UL94V-0 and M1 flame rated, UL approved PVC.
● Color：White.
● PVC service temperature: 85℃
● Solid type can protect wire from dust or external damage by 

mouse.

0105  KSS  WIRING DUCT CONNECTOR

Connectors Type Item No. Used With Packing

OUTSIDE 
CORNER

SDO-1616 SD-1616

20pcs

SDO-2516 SD-2516
SDO-2525 SD-2525
SDO-3816 SD-3816
SDO-4040 SD-4040
SDO-5050 SD-5050
SDO-7575 SD-7575

"L" TYPE

SDL-1616 SD-1616
SDL-2516 SD-2516
SDL-2525 SD-2525
SDL-3816 SD-3816
SDL-4040 SD-4040
SDL-5050 SD-5050
SDL-7575 SD-7575

END PIECE

SDE-1616 SD-1616
SDE-2210 SD-2210
SDE-2516 SD-2516
SDE-3816 SD-3816
SDE-4040 SD-4040
SDE-5050 SD-5050
SDE-7575 SD-7575

Connectors Type Item No. Used With Packing

MID-WAY 
CONNECTOR

SDM-1616 SD-1616

20pcs

SDM-2516 SD-2516
SDM-3816 SD-3816
SDM-4040 SD-4040
SDM-5050 SD-5050
SDM-7575 SD-7575

"T" TYPE

SDT-1616 SD-1616
SDT-2516 SD-2516
SDT-2525 SD-2525
SDT-3816 SD-3816
SDT-4040 SD-4040
SDT-5050 SD-5050
SDT-7575 SD-7575

INSIDE 
CORNER

SDI-1616 SD-1616
SDI-2210D SD-2210
SDI-2516 SD-2516
SDI-2525 SD-2525
SDI-3816 SD-3816
SDI-4040 SD-4040
SDI-5050 SD-5050
SDI-7575 SD-7575

0105  KSS  MINI TRUNKING

Item No.
W x H

Length
mm

UD-1809WE 18 X 10.2

2M

UD-1616WE 16 X 16
UD-2516WE 25 X 16
UD-4016WE 40 X 16
UD-4025WE 40 X 25
UD-5025WE 50 X 25

94V-082854
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