
0372  KSS LADDER TYPE STAINLESS STEEL TIE WITH FULLY COATING

Item No.
Length W Max. Bundle Dia. 

Packing
mm inch mm mm

ASTN-150 150 6" 7 35

100 pcs

ASTN-195 195 7 11/16" 7 49
ASTN-225 225 9" 7 58
ASTN-255 255 10" 7 68
ASTN-300 300 11 7/8" 7 82
ASTN-335 335 13 3/16" 7 93
ASTN-375 375 14 3/4" 7 106
ASTN-450 450 17 3/4" 7 130
ASTN-610 610 24" 7 181
ASTN-150L 150 6" 12 35

50 pcs

ASTN-195L 195 7 11/16" 12 49
ASTN-225L 225 9" 12 58
ASTN-255L 255 10" 12 68
ASTN-300L 300 11 7/8" 12 82
ASTN-335L 335 13 3/16" 12 93
ASTN-375L 375 14 3/4" 12 106
ASTN-450L 450 17 3/4" 12 130
ASTN-610L 610 24" 12 181

●  Material: Stainless Steel 316 with Nylon11 coating.
● Suit for engineering, aviation, ship area.
● Feature: Quick to fasten and adjustable length. Fast and easy 

application. Special Nylon11 coating to make stainless steel cable tie 
more abrasion resistance, weather resistance, impact resistance. 

※ Other sizes available upon request.
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0373  KSS RELEASABLE STAINLESS STEEL TIE WITH FULLY COATING

Item No.
Length W Max. Bundle Dia. 

Packing
mm inch mm mm

RSTN-152 152 6" 6.3 35

50 pcs

RSTN-229 229 9" 6.3 60
RSTN-305 305 12" 6.3 84
RSTN-457 457 18" 6.3 132
RSTN-610 610 24" 6.3 181
RSTN-152L 152 6" 9.5 35
RSTN-229L 229 9" 9.5 60
RSTN-305L 305 12" 9.5 84
RSTN-457L 457 18" 9.5 132
RSTN-610L 610 24" 9.5 181

●  Material: Stainless Steel 316 with Nylon11 coating.
● Suit for engineering, aviation, ship area.
● Feature: Quick Fastening and re-used. Fast and easy application. 

Special Nylon11 coating to make stainless steel cable tie more 
abrasion resistance, weather resistance, impact resistance. 

※ Other sizes available upon request.
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http://www.kss.com.tw    E-mail:kss@mail.kss.com.tw    TEL:886-2-2555-1929    FAX:886-2-2556-005296
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