
●  Material: UL94V-2 flame rated, UL approved Nylon 66.
● Color: Natural

●  Material: UL94V-2 flame rated, UL approved Nylon 66.
● Color: Black

●   Material: UL94V-2 flame rated, UL approved Nylon 66.  
● Color: Natural
●   Colors available upon request.
●  Tie-up cables at economical cost.
●   Insert cables and twist on to fix.

1210  KSS PURSE LOCK TWIST TIE

1212  KSS TWIST TIE

1209  KSS WIRE SADDLE

UNIT：mm

UNIT：mm

UNIT：mm

Item No.
Dimension Bundle 

Diameter Packing 
L W1 H

TT-05 1.5 5.1 21.6 4.4

100pcs

TT-08 2.0 8.0 25.0 7.0
TT-11 1.7 11.6 29.8 10.1
TT-15 1.9 15.0 33.8 13.4
TT-18 1.9 18.6 40.0 16.2
TT-24 2.0 23.6 45.0 21.3
TTU-05 1.8 5.0 22.0 4.2
TTU-08 2.3 8.1 26.2 7.2
TTU-11 2.3 11.3 29.7 10.0
TTU-15 2.0 14.8 32.6 13.2
TTU-18 2.0 18.0 38.0 16.5
TTU-22 2.0 22.0 42.3 19.8
TTU-28 2.0 28.0 55.1 26.7

Item No. Dimension Packing 
W1 H1

PL-8 8.0 18
100pcs

PL-0740 7.5 40

Item No.
Dimension PCB

Packing 
W1 H1 H2 H3 Mounting Hole

M1
Thickness

T1
RCS-4 2.2 4.0 2.7 5.0 4.0 2.4 100pcs

H2 H3

H1

W1

PL-8 PL-0740

H1 H1

W1 W1 W1W1

Standard design

H H

TTU-08,11,15,28

W1 L LW1

HALOGEN FREE

HALOGEN FREE

HALOGEN FREE

http://www.kss.com.tw    E-mail:kss@mail.kss.com.tw    TEL:886-2-2555-1929    FAX:886-2-2556-0052
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