
●   Material:  UL94V-2 flame rated, UL approved Nylon 66.  
● Color: Natural.

UNIT：mm

1308  KSS ROUND WASHER

Item No. H H1 O.D. I.D. I.D.1 Packing

RW-45 4.5 3.1 8.0 4.0 6.5 100pcs

Item No. H H1 O.D. I.D. I.D.1 I.D.2 Packing
CDW-12 12.2 10.7 10 3.3 8.3 6.9 100pcs

Item No. H H1 O.D. O.D.1 I.D. Packing
TW-63A 0.5 8.1 6.0 3.5 2.8

100pcs

TW-63B 1.2 1.4 6.0 3.5 2.9
TW-63C 1.7 2.3 6.0 3.5 2.9
TW-63D 1.9 3.2 6.0 3.5 2.9
TW-63E 2.0 2.6 6.1 3.5 2.9
TW-63F 1.3 2.0 6.3 3.4 2.9
TW-73A 3.0 1.8 6.6 4.2 3.2
TW-73B 1.3 2.5 6.9 3.6 2.9
TW-83A 1.3 3.7 7.7 5.8 3.1
TW-83B 1.2 5.6 7.8 3.6 2.9
TW-83C 2.0 0.9 7.8 4.3 3.2
TW-83D 1.3 2.3 8.0 3.5 2.9
TW-83E 3.7 1.2 7.8 5.9 3.2
TW-123ABK (Black)) 0.5 3.0 12.0 5.9 3.2
TW-133A 1.5 1.7 12.7 7.9 3.7
TW-163A 1.5 2.0 16.0 6.0 3.2
TW-189A 3.3 1.5 18.0 12.4 9.3
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●   Material: UL94V-2 flame rated, UL approved Nylon 66.
● Color: Natural.
※ TW-123ABK Black color.

●   Material:  UL94V-2 flame rated, UL approved Nylon 66.  
● Color: Natural.

1308  KSS CONOID WASHER

1310  KSS TRANSISTOR WASHER

UNIT：mm

UNIT：mm

HALOGEN FREE

HALOGEN FREE

HALOGEN FREE

http://www.kss.com.tw    E-mail:kss@mail.kss.com.tw    TEL:886-2-2555-1929    FAX:886-2-2556-0052
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