
● Material: UL94V-2 flame rated, UL approved Nylon 66
     with adhesive tape.
● Color: Natural, available in other colors.
● Application: Peel off the liner and secure the clip on the dedicated 

area and fix the wires through.

UNIT：mm

UNIT：mm

● Material: UL94V-2 flame rated, UL approved Nylon 66
     with adhesive tape.
● Color: Natural, available in other colors.
● Application: Peel off the liner and secure the clip on the 

dedicated area and fix the wires through.

0520  KSS SELF-ADHESIVE WIRE CLIP

0520  KSS SELF-ADHESIVE WIRE CLIP

Item No. L L1 W W1 H
Bundle 

Dia. 
H1

Packing

FC-1 13.0 8.0 9.5 6.5 5.2 2.8

100pcs

FC-2 16.0 4.0 15.5 9.0 6.8 4.0
FC-2L 16.2 5.1 16.2 10.9 6.2 3.8
FC-3 16.0 12.5 16.0 7.2 6.8 3.7
FC-4 27.0 14.8 17.0 7.3 8.7 5.5
FC-0601 19.1 6.4 12.9 2.2 0.9
FC-1001 11.9 9.3 6.0 3.5 1.0
FC-1206 16.0 11.9 15.8 8.9 9.0 5.8
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Item No. L L1 W W1 H
Bundle 

Dia. 
H1

Packing

FC-0605 19.0 5.9 19.0 10.0 9.1 4.9

100pcs

FC-1207 25.0 11.2 25.0 12.6 10.3 7.0
FC-1208 26.8 11.9 26.5 12.3 11.7 8.3
FC-1813 25.6 17.8 25.5 15.8 17.2 13.3
FC-2012 33.7 20.5 27.5 23.6 16.4 12.8
FC-2211 33.3 22.2 28.3 18.7 15.2 11.1

FC-0605

HH1

L

L1 W1

W

FC-1813

HH1

L

L1
29.5

W1

W

FC-1208

HH1

L

L1 W1

W
FC-1207

H1

L

L1

3.2

4.4

W1

W

H

FC-2012

H1

L

W1L1

W

H

FC-2211

H1

L

W1L1

W

H

HALOGEN FREE

HALOGEN FREE

NEW

NEW

NEW

http://www.kss.com.tw    E-mail:kss@mail.kss.com.tw    TEL:886-2-2555-1929    FAX:886-2-2556-0052
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